EXAMPLE 2

PRE-FABRICATED ROOM
ON FRAMED WOOD WALLS
& FULL
CONCRETE FOUNDATION




ENGINEERING CALCULATIONS

STANDARD SYSTEM 8:
VICTORIAN CONSERVATORY (45 DEGREES)
MODEL C8BV1517A
16’-10 3/8” PROJECTION BY 15’-1 5/8” FRONT WALL
WITH 5 % ” WOOD RAFTERS
AT 36” ON CENTER BAYS “,xi:fw
FOR THE 'RESIDENCE"

LOCATED AT 2 B
LINDENHURST, IL 60064 o 5§
".r;"'(/c '.‘f‘-l:“‘;;:ﬁ'\d@ﬁ‘ ‘s”e
DATE: June 4, 2007 “ary FURAL TN

THE ABOVE INDICATED PROJECT HAS BEEN EXAMINED FOR

40 psf ROOF LOAD
90 mph EXPOSURE B WIND LOAD

AS PER THE INTERNATIONAL RESIDENTIAL CODE

AND EITHER MEETS OR EXCEEDS THESE LOADINGS

NOTES:

1. THIS SUMMARY PERTAINS TO THE STRUCTURAL INTEGRITY OF OUR UNIT UP TO, BUT NOT
INCLUDING, THE CONNECTIONS TO THE EXISTING STRUCTURE AND/OR ANY NEW
CONSTRUCTION. ALL SUBSTRUCTURE DESIGN REQUIREMENTS AND CONNECTIONS TO
THE EXISTING STRUCTURE ARE NOT INCLUDED IN THE SCOPE OF WORK FOR THE FOUR
SEASONS PRODUCT, AND MUST BE DESIGNED BY A PROFESSIONAL ENGINEER.

2. THE ENGINEERING DESIGN SCOPE FOR THE FOUR SEASONS PRODUCT DOES NOT
ACCOUNT FOR SPECIAL LOAD CONDITIONS CREATED BY ATTACHMENT TO THE EXISTING
STRUCTURE. THESE MAY INCLUDE SNOW DRIFTING OR UNBALANCE SNOW LOADING.

ANY SPECIAL LOADING CONDITIONS MUST BE EVALUATED BY A PROFESSIONAL
ENGINEER.
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TYPICAL KNEE WALL:
X6 216" 0.C.

R-13 BATT INSUL
VAPOR BARRIER
112" PLYUD (BOTH SIDES)
INTERIOR FINISH
EXTERIOR WD $IDING
TO MATCH EXISTING

SAW CUT ¢ REMOVE

EXISTING CONC. PATIO

PACKAGED TERMINAL A/C ¢
ELECTRIC HEATING UNIT,
20v, 15,000 BTU (NOMINAL)

OMIT P.T.A.C.
110V CONV.
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OF 220V
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THREE SEASON ROOM:
SHALL BE AS MANUFACTURED BY THE
FOUR SEASONS SOLAR PRODUCTS LLC
5005 VETERANS MEMORIAL HIGHWAY
HOLBROOK, NEU YORK 11141

"SYSTEM 8' CONSERVATORY DESIGN
PROVIDE PER PARTS LIST AND IN ACCORDANCE
WITH MANUFACTURER'S PUBLISHED ENGINEERING
SPECIFICATIONS FOR MIN 30PSF SNOW LOAD,

MIN 9OMPH WIND LOAD.

ALL GLA3S SHALL BE TEMPERED SAFETY
INSULATING GLASS,

ALL NEW OUTLETS
SHALL BE G.F.I.
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