Outdoor In-Ground Private Swimming Pools, Spas & Hot Tubs

General

Pools & Spas (Hot Tubs) are contained areas of water 24" or more in depth or greater than 250
square feet of surface area. Spas are defined as having 850 gallons of water or less.

Check with your Home Owners Association to verify compliance with covenant standards.

Location and Placement:

A. No swimming pool shall be placed closer to any foundation wall of any principal building or
structure than the depth of said foundation wall and footing. A spa may be placed up to and
adjacent to any principal building or structure, however if placed on a deck, certification of
structural integrity by a licensed architect or engineer may be required by the Building Department.

B. No wall of a swimming pool, spa or hot tub shall be located less than six (6) feet from any rear or

side property line, ten (10) feet from any street right-of-way line or three (3) feet from any glazing.

No swimming pool, spa or hot tub shall be placed in any easement.

No swimming pool, spa or hot tub shall be located within a horizontal distance of ten (10) feet from

any overhead utility or electrical wiring above ground & 5-feet away below ground.

1. Pump motor receptacles and external disconnect switches on the property shall be located
at least Five (5) feet from the inside walls of a pool, spa or hot tub and be in line-of-sight.

2. At least one 125-volt convenience receptacle shall be located a minimum of 18 “ above
grade, 10-feet from but not more than 20-feet from the inside wall of a pool.

3. All 125-volt receptacles located within twenty (20) feet of the sidewalls of a pool or spa
shall be protected by a ground-fault circuit interrupter.

E. In general, private pools, spas and hot tubs shall not occupy required front or side yards. Corner
lots, double frontage lots and lots of unusual configuration have separate requirements. Please
contact the Building Department for further information.
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Enclosure and Fencing:

A. Private swimming pools shall be enclosed with an enclosure or fence not less than four (4) feet in
height above the ground. Such enclosure or fencing shall be designed so as to make the
swimming pool inaccessible to children. Enclosures and fences shall be designed to withstand a
horizontal concentrated load of two-hundred (200) pounds applied on a one (1) square-foot area
at any point of the enclosure or fence.

B. All barriers shall comply with the following:

1. The barrier shall begin at finished ground level, or shall be mounted on top of the pool
structure. Where the barrier is mounted on the pool structure, the opening between the top
surface of the pool deck and the bottom of the barrier shall not allow passage of a 2-inch
diameter sphere.

2. Openings in the barrier shall not allow passage of a 4-inch diameter sphere.

3. Solid barriers shall not contain indentations or protrusions.

4. Where the barrier is composed of horizontal and vertical members and the distance between
the tops of the horizontal members is less than 45 inches, the horizontal members shall be
located on the swimming pool side of the fence. Spacing between vertical members shall not
exceed 1-3/4 inches in width. Decorative cutouts shall not exceed 1-3/4 inches in width.

5.  Where the barrier is composed of horizontal and vertical members and the distance between
the tops of the horizontal members is 45 inches or more, spacing between vertical members
shall not exceed 4 inches. Decorative cutouts shall not exceed 1-3/4 inches in width.

6. Maximum mesh size for chain link fences shall be a 1-1/4 inch square unless the fence is
provided with slats fastened at the top or the bottom which reduce the openings to not more
than 1 3/4 inches.



7. Where the barrier is composed of diagonal members, such as a lattice fence, the maximum opening
formed by the diagonal members shall be not more than 1-3/4 inches.

8. Access gates shall comply with the requirements of the above and shall be equipped to accommodate
a locking device. Pedestrian access gates shall open outwards away from the pool and shall be self-
closing and have a self-latching device. Access gates shall be a minimum of four (4) feet high with:

a.) The release mechanism located on the pool side of the gate at least 3 inches below the top of

the gate.

b.) The gate and barrier shall not have an opening greater than % inch within 18 inches of the

release mechanism,

9. Where a wall of a dwelling unit (house), serves as part of the barrier and contains a door that provides
direct access to the pool, ONE of the following shall apply:

a.) All doors with direct access to the pool through that wall shall be equipped with an alarm
which produces an audible warning when the door and its screen, if present, are opened. The
audible warning shall commence not more than 7 seconds after the door and door screen, if
present, are opened and shall sound continuously for a minimum of 30 seconds. The alarm
shall have a minimum sound pressure rating of 85 dBA at 10 feet and the sound of the alarm
shall be distinctive from other household sounds such as smoke alarms, telephones and door
bells. The alarm shall automatically reset under all conditions. The alarm shall be equipped
with manual means, such as touchpads or switches, to deactivate temporarily the alarm for a
single opening from either direction. Such deactivation shall last for not more than 15 seconds.
The deactivation touchpads or switches shall be located at least 54 inches above the threshold
of the door.

b.) All doors with direct access to the pool through the wall shall be equipped with a self-closing
and self-latching device with the release mechanism located a minimum of 54 inches above the
floor. Swinging doors shall open away from the pool area.

c.) The pool shall be equipped with a power safety cover. When in a closed position, the cover
shall be capable of holding a weight of 485 pounds, and shall not have any openings that allow
passage of a 4-1/2 inch sphere and shall incorporate a system to drain standing water that
collects on the cover. The cover control switch shall be permanently installed and be key-
operated and of a spring-loaded or momentary-contact type. When the switch is released, the
operation of the cover shall stop instantly and be capable of reversing direction immediately.
The switch shall be in the line of sight of the complete pool cover.

Exemptions:

Spas and hot tubs equipped with an approved listed safety cover are exempt from enclosure and fencing
requirements.

Required Submissions:

1.

2

Two (2) Site Plans, Grading Plans, Erosion & Sediment Control Plans, Pool Plans, Barrier (Fence)
Specifications, Electric Grounding Plans, Electric Specifications.

One (1) set of Pool Specifications & Equipment Specifications (manufacturer cut sheets are generally
acceptable).

Written Homeowners Association approval must accompany the permit application if required.



ADDITIONAL ENERGY REQUIREMENTS

Revised April 27, 2005

1. All swimming pools that have heaters must have an on/off switch on the
heater, which must be accessible.

2. All swimming pools must be fitted with covers unless it can be proven that
20% or more of the pool is heated by non-depletable sources (such as
solar energy).

3. Time clocks must be provided for all circulation pumps. These can usually
be mounted at the same location as the electric receptacle for the pump.




PERMIT NoO.

(For office use only)

IN-GROUND POOL SUBMITTAL CHECKLIST —
ITEMS REQUIRED FOR PERMIT

Refer to the Building Officials & Code Administrators 1996 (BOCA) Code and the Village of
Lindenhurst informational in-ground pool handout for specific detailed information

Site plan — A scaled plat of survey (1"=20" minimum) indicating the following via
dimensions:

O Exact pool location Q4 Pool equipment O Walks
Q All relevant structures O Buildings Q Drives
O Property lines O Easements Q Patios
O Retaining walls Q Fences and barriers Q Decks

Q The limits and dimensions of any concrete / brick / paved areas
O Dimensioned clearances from all utilities [electric per the NEC, (NFPA
70) Article 680; gas per NEC & NFPA 54 National Fuel Gas Code;
communications, etc., or more restrictive utility company requirements]
Q Minimum pool zoning clearances are 6-feet from side yards and rear
yards and not in any easements, whichever dimension is larger
Q Storm drains, manholes, catch basins & inlets
Grading plan — This can be combined with the site plan and must demonstrate
how the area around the pool will be finished graded and that no negative
impacts to adjacent property shall occur. At a minimum this would delineate all
relevant features, as on the site plan, with their existing & proposed elevations
at the following locations:
U Existing grades along the principal residence facing the pool
O Existing grades along the perimeter of patios, decks, walks & paving
Q Existing grades at lot corners & along property lines @ 20’ o.c. intervals
Q Existing grades of all drainage swale low-points & points upstream,
thereof, at intervals no greater than 20’ o.c.
O Existing grades of all storm drains, manholes, catch basins & inlets
Q Proposed grades along the pool perimeter & pool deck
O Proposed elevation contours at 1’ increments showing exactly how the
finished land surface will be changed
Q Proposed elevations along the top & bottom of any retaining walls
Erosion & Sediment Control Plan — In general, silt fencing shall be installed to
protect adjacent properties that receive runoff from the construction area at any
time. The following shall be shown & noted on all plans:
Q Silt fencing shall be installed per plan with post spacing at 4’ o.c. &
meeting AASHTO standard specifications 288-00
U Inlet protection shall be installed at all storm water inlets and catch
basins that might receive runoff from the construction zone







